TYPICAL SECTION *] A

DRIVING LANE CONSTRUCTION

(LOOKING IN DIRECTION OF TRAVEL)

MILL AND RUBBLIZE

FRANKLIN COUNTY
SOUTHBOUND LANES ONLY

FAL

RTE 57

13" AVERAGE THICKNESS

EXISTING PIPE UNDERDRAINS 6"

EXISTING BITUMINOUS OVERLAY 34"

NOTES:

% 1.57% PAVEMENT CROSS SLOPE TO BE ACHIEVED
WITH HOT-MIX ASPHALT BINDER COURSE

%% MATCH EXISTING SHOULDER SLOPE UP TO
6% MAXIMUM,

¥ %% SHOULDER RUMBLE STRIP SHALL NOT BE
INSTALLED UNT[L CONSTRUCTION OF THE
PASSSING LANE HAS BEEN COMPLETED,

%% % % GRADING AND SHAPING SHOULDERS

EXISTING JOINTED PCC PAVEMENT 10

EXISTING AGGREGATE SUBBASE 6"
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TO BE USED:
12+40 TO STA.
103+51.5 TO STA. 173+85

179+15
232+30
285+95
305+06
418+30
446+90

TO STA,
TO STA,
TO STA.
TO STA,
TO STA.
TO STA.

101+88.5

227+00
280+75
303+82
413+10
441+15
469+00

2 FT 4 FT 12 FT 12 FT 10 FT 20 FT
SHORT-TERM PAVEMENT MARKING 8" 8 e He
4" LINE (EDGE DIAGONALS) PROPOSED SHOULDER RUMBLE STRIP
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-~ EXISTING HOT-MIX ASPHALT SHOULDER |O

PROPOSED HOT-MIX ASPHALT SHOULDERS, 6 *
2" TOP LIFTs 4" BOTTOM LIFT (SEE MIX DESIGN)

PROPQSED POLYMERIZED HOT-MIX ASPHALT
SURFACE COURSE, MIX “E”, NIO5 2"

PROPOSED HOT-MIX ASPHALT

BINDER COURSE, 7/a"

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL 3Y4*

PROPOSED RUBBLIZATION OF PORTLAND
CEMENT CONCRETE PAVEMENT (METHOD 1
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